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AQUAECO ROUND CONCEALED TOUCHLESS 
BASIN TAP CHROME
AQE-ECO-I355-CP

Specifications

Brand AQUAECO

Range AQUAECO

Product code AQE-ECO-I355-CP

Finish/Colour CHROME

Product type TOUCHLESS TAP

Material BRASS

Connection Size 1/2"

Test Range 0.2-5 Bar

Min. Operating Pressure 1.0 BAR MP

Technical Information

CONCEALED INFRA-RED BASIN TAP

WALL MOUNTED

MAINS OR BATTERY POWERED

220-240V OR 4X 1.5V AA BATTERIES

SENSING DISTANCE ≤450MM ; ≥500MM

RECOMMENDED FOR USE WITH THERMOSTATIC-

MIXER VALVE: AQM-WRM-T301-CON-CP

SUPPLIED WITH FLOW REDUCER

IP RATING: IPX6

Flow Rate Graph Drawing

Box contents: SPOUT, BACKPLATE WITH CONTROL BOX, FIXING SCREWS, INSTALLATION GUIDE, *BATTERIES NOT SUPPLIED*

For more information about this product or our full product range please contact us:
info@sanipexgroup.com   +971 (0) 4 507 6000   www.sanipexgroup.com
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